3. Completeness.

| 1| METAKOM handset splitter | 1 pes.
2 | Passpoit 1 pcs.
1 pes.

4. Warranty.

The manufacturer guarantees the confonnity of the METAKOM MEK-8W10
handset gplitter (METAKOM MEK-8W3) to the requirements of MTEM.420570.009 TU
when the user applies the rules of use, storage and transportation.

Warranty period - 12 months from the date of sale, but not more than 18 months
from the date of manufacture.

Service life i= 5 years from the date of manufacture.

In case of violation of the integrity of seals and / or the presence of mechanical,
electrical or other types of damage caused by mnproper transportation, storage, operation
or actions of third parties, clains for quality are not accepted and waranty repans are not
marde.

S5.Certificate of acceptance

The METAKOM ME-8W10 handset splitter (METAKOM ME-8W5 ) meets the
specifications and 1= considered suitable for operation.

Release date

OTK representative
seal

The address of the manufacturer:
Russia, 241024, Bryansk, Delegate str, 68, LLC
"Metacom"
tel. /fax: (4832) 68-28-26
Tel. (4832) 68-28-25
http:// wwnw.metakom.mi  E-mail: osfim etakom.ru
The product is certified

Handsets Splitter of METAKOM MK-SW10,
METAKOM MK-SWS5

Passport

1. Purpose.

The METAKOM Handset Splitter ME-SWI10 (ME-8W5) 1= designed for
switching communication lines when installng subsciiber units in the Metacom
intercom system. In the splitter 4 (2) of the passthrough channel and 10 (5) with built-in
diodes to protect against possible reverse polarity.

2. Connection

The connection scheme of the handset splitter is shown in Fig. 1.
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Figure 1. Wring diagram for METAKOM ME-SW 10 handset splitter (ME-8W 5).



